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 MSR Bracket Installation Guide 
This guide is designed to help you efficiently assemble a 15 inch Vesa Mount LCD with a UTC RETAIL 
MSR Bracket and stand. 

Components: 

You will find the following components inside the MSR Box: 

·  MSR with Bracket Assembled 

·  Four LCD Mounting Screws 

·  Four lock washers 

Steps: 

Step 1)  Pre-assemble one washer on each of the four screws 

Step 2)  Lay the monitor carefully on its face being sure not to scratch or drop it. 

Step 3)  If there is a stand attached to the monitor, remove it. 

Step 4) Align the MSR bracket with the mounting holes on the back of the monitor.  Be sure the cable is 
under the bracket and not pinched. (See Figure A) 
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Figure A 

 

Step 5)  Pre-load the top left hole in the stand with a screw and washer.  Align the stand with the same 4 
monitor holes while inserting then hand tightening the screw.  (see Figure B) 

 

 

Figure B 

 

 

Step 6) Insert remaining screws and washers through the stand, then the bracket, and then into the 
monitor.  The washers need to be on the outside of the stand holes.  Tighten screws evenly with 
screwdriver being careful not to over-tighten. (See Figure C) 
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Figure C 

 

 

 

 

Step 7)  Replace plastic cover as in Figure D. 

 

 

Figure D 

 

 

Note:  Please contact UTC RETAIL Technical Support at 800.349.0546 if you have any problems with 
the installation.  


